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Abstract:  This  paper  presents  a  numerical  study on the  behavior  of  extended stiffened end plate  bolted  beam-to-column joints
subjected  to  sudden  column  removal.  To  this  aim,  finite  element  analyses,  validated  against  experimental  tests  available  from
literature, were carried out to investigate the response of the joints under catenary action. The influence of additional bolt rows,
generally ineffective in case of design for pure bending response, was also examined and some practical design implications have
been drawn up from the parametric study.
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1. INTRODUCTION

In  the  last  decades,  the  worldwide  increase  of  terrorist  attacks  on  civil  structures  and  infrastructures  led  to  an
increasing interest in structural design for guaranteeing robustness against progressive collapse, which can be defined as
the propagation of local failure from element to element leading at the end to the collapse of an entire structure or a
disproportionately large part of it. This concept was early introduced after the failure of the Ronan Point building in
London in 1968, which collapsed by means of a chain reaction induced by a gas explosion in a corner at the 18th floor,
which produced the collapse of the corner bay of the building from top to bottom [1]. In light of this finding, building
structures are considered poorly robust if the final failure state is disproportionately greater than the one initiating the
collapse.

Nowadays, limited design requirements are recommended by existing building codes and, among those, ASCE 7-05
[2] recommends two possible approaches to design against progressive collapse, namely the direct and indirect method.
The first approach is mainly based on the alternative load path approach (APM) that gives some regulations in order to
avoid the propagation of the collapse from an element to the remaining parts of the structure. The direct method aims at
providing sufficient  strength to  resist  the failure  at  critical  locations,  e.g.  a  column loss  scenario (Fig.  1)  where an
interior column has been removed (e.g. because of blast or impact) and an alternate load path develops through catenary
action, which occur into the beams of the zone directly affected by the column loss with significant strain hardening and
bending moments larger than the theoretical plastic bending strength [3 - 8].

More in detail, the guideline for progressive collapse mitigation issued by General Services Administration (GSA)
of  USA  [9]  provides  a  flow-chart  methodology  to  determine  whether  constructions  need  to  be  verified  against
progressive  collapse.

The U.K. building regulations [10, 11] are based on the tie force method (TFM) that required buildings be designed
to  resist  disproportionate  failure  by  tying  together  structural  elements,  adding  redundant  members  and  providing
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sufficient strength to resist abnormal loads. However, since TFM does not consider the dynamic amplification of tying
force, this approach is unable to prevent the progressive collapse in steel frame buildings if low ductility connections
are used [12], thus limiting the development of full catenary action.

The  possibility  to  develop  full  catenary  action  plays  a  key  role  to  ensure  sufficient  ductility  and  redistribution
capacity after column removal scenario and, in case of steel buildings, the bolted beam–to-column joints are the more
critical elements. Indeed, the joints are subjected to significant increase of forces (i.e. bending moment, shear and axial
forces) under column loss, which are due to second order effects and catenary action developing into the connected
beams.  Therefore,  the  beam-to-column  joints  are  prone  to  failure  prior  the  connected  members,  as  highlighted  by
experimental studies on both bare steel and composite steel-concrete beam-to-column assemblies comprising simple
and moment joints [13 - 17]. With the aim at investigating the influence of the catenary effect in the response of beam-
to-column joints and to improve detailing rules to enhance the joint performance, several numerical studies have also
been recently carried out [18 - 25], examining the role of the out of plane pulling action, the yielding strain ratio, the
beam depth over the column depth.

Fig. (1). Column removal scenario.

However, the behavior under catenary action in case of column removal (namely combined axial, shear and bending
actions) of steel extended stiffened end plate (ESEP) bolted beam-to-column joints (Fig. 2) is not comprehensively
investigated in literature.

Fig. (2). Geometrical features of extended stiffened end-plate bolted joints.

ESEP joints are largely used for steel moment resisting buildings to withstand both seismic and wind actions in
United  States  of  America  (USA)  and  Europe.  Therefore,  several  studies  have  been  carried  out  to  investigate  their
behavior under both monotonic and cyclic pure bending [26 - 29] and design methods based on finite element analysis
were also developed [30 - 34]. Moreover, in the USA this joint typology is seismically prequalified on the basis of
recommendations developed within the SAC project and published as a series of FEMA documents [35, 36] and then
been incorporated into the AISC341 [37] and AISC358 [38].
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The lack of code requirements for robustness of ESEP joints motivates the study presented in this paper, which
focuses on the influence of design detailing (e.g. steel grade, bolt strength and increase of number of bolt rows) on the
development of catenary action, and in which term second order bending moment due to catenary actions affects the
joint  ductility.  To  this  aim,  parametric  analyses  based  on  finite  element  models  (FEM)  were  carried  out.  The
effectiveness  and  accuracy  of  modelling  assumptions  were  validated  against  experimental  results  available  from
literature  [26].  As  described  hereinafter,  the  paper  is  organized  in  three  main  parts,  namely:  i)  the  modelling
assumptions  and  validation  against  test  results;  ii)  parametric  study;  iii)  discussion  of  the  results.

2. Finite Elements Analysis

2.1. Modelling Assumptions and Calibration

Finite element models (FEMs) were developed using ABAQUS v.6.13 [39]. The geometry of the numerical models
for  parametric  study  (beam and  column length,  boundary  conditions)  was  obtained  considering  the  sub-structuring
described in Fig. (3). Both geometrical and mechanical nonlinearities were accounted for.

Fig. (3). Sub-structuring and boundary conditions for finite element models of joints.

The finite element type C3D8I (an 8-node linear brick, incompatible mode) was adopted for steel beams, columns
and  high  strength  bolts.  This  element  was  selected  because  it  can  effectively  avoid  shear-locking  phenomenon
(comparing  with  element  C3D8R),  which  could  significantly  affect  the  initial  stiffness  of  connection.

Steel yielding was modelled by means of the von Mises yield criteria. Plastic hardening was represented using a
nonlinear kinematic and isotropic hardening on the basis as described by [33, 34].

Bolts were modeled by meshing their shank as a solid cylinder having the nominal circular gross area of the bolt
[34]. In order to simulate the bolt strength using its nominal shank area, the material stress was scaled as follows:

(1)

where feffective is the effective stress, factual is the actual stress, Aeffective is the area of the threaded region and Agross is the
gross cross section of the shank.

This assumption is necessary because the strength of the bolt shank depends on its threaded part [40], which has an
effective area that is noticeably smaller than its nominal gross area.

As for the strength, the elastic stiffness of the shank is affected by the threaded part. Therefore, the elastic modulus
of the equivalent material constituting the shank was scaled in order to match the bolt stiffness calculated as follows
[41]:
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Where f is the stiffness correlation factor assumed equal to 0.55; db is the nominal diameter of the bolt; A
b
 is the

nominal area of the bolt shank; A
be
 is the effective area of the threads; Ls  is the shank length; L

tg
 is the length of the

threaded portion included in the bolt's grip; and E is the actual modulus of elasticity of steel.

The external restraints were simulated by slaving to reference points (RP) the nodes belonging to the end cross
sections of the beam and column. The following boundary conditions were considered:

− RPs at both column ends have all the translational degrees of freedom and the rotation around the axis of the
column fixed;
−  Constraints  that  avoid  the  rotation  around  the  beam axis  and  the  lateral  out  of  plane  displacement  of  the
section were modelled;
− At the end of the beam the displacement history was imposed as shown in Fig. (3).

The behaviour of full penetration welds was modelled by introducing internal tie constrain, thus linking together
two separate surfaces.  A tie constraint was also adopted to model the interaction between the continuity plates and
column and web additional panels and column.

The clamping force simulating the tightening of bolts was applied in the middle face of bolt shanks using “Bolt
Load” command.

Surface-to-surface contact  interactions were used assuming the surface of  the stiffer  part  as  the master  surface.
Moreover, “Coulomb friction” was used in order to describe the tangential behaviour with a friction coefficient equal to
0.4, while “Hard contact” was selected to characterize the normal behaviour.

Quasi-static dynamic implicit analyses were performed and the loads were applied in two steps. Bolt pre-tension
was  applied  as  the  first  load  case  on  the  bolt  shanks  to  obtain  the  equivalent  pre-tension  force.  Afterwards,  the
monotonic displacement was imposed at the beam tip to generate a bending moment at the connection.

2.2. Validation of the FE Assumptions Against Experimental Tests from Literature

The FEM assumptions were calibrated against the experimental tests carried out by Shi et al. [26], which tested a set
of five ESEP joints that were designed to investigate the influence of geometry of the end plate and the bolts on failure
mechanism under pure bending moment (Fig. 4).

Fig. (4). Test setup adopted by Shi et al. [26].
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The geometrical details of the joint assemblies are given in Fig. (5), where it can be observed that the end plate is
extended on both sides and the column flange is stiffened, the thickness of the continuity plates and the ribs are equal to
or larger than the thickness of flange and web of the beam, respectively. In addition, the column flange thickness is
equal to the thickness of the endplate in the connection zone only. Both beams and columns are made by welded built
up profiles. Full penetration end plate-to-beam welds were adopted, while fillet welds were used for the remaining parts
with depth equal to 8mm.

Table 1 reports the values of thickness of end plate and the bolt diameters of each tested specimen, while Table 2
summarizes the material properties of plates and bolts constituting the joint assemblies. The measured slip coefficient
between the end plate and the column flange was equal to 0.44.

Fig. (5). Geometrical details of the joints tested by [26].

Fig. (6). Joint rotation.

Table 1. End-plate thickness and diameter of bolts of joints tested by [26].

Specimen End-plate thickness Bolt diameter
[-] [mm] [mm]

EPC-1 20 20
EPC-2 25 20
EPC-3 20 24
EPC-4 25 24
EPC-5 16 20

Table 2. Material properties of joint assemblies tested by [26].

Specimen Yield strength Tensile strength Elastic Modulus Bolt Pre-tension force
[-] [MPa] [MPa] [MPa] [kN]

Steel (t<16mm) 391 559 190707 -
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CONCLUSION

The progressive collapse response of steel moment-resisting structures is strongly influenced by the performance of
the  beam-to-column  joints.  A  numerical  study  about  the  response  of  extended  stiffened  end  plate  bolted  beam-to-
column  joints  under  column  loss  scenario  was  carried  out  on  the  basis  on  FE  model  analysis  validated  against
comparison with available experimental test results. The discussion of the obtained numerical results enabled to draw
the following remarks:

− The catenary action developing in the beam following the column removal significantly modifies the forces
acting in the beam-to-column joint as respect to those induced by pure bending. Indeed, significant axial forces
mobilize different type of mechanisms depending on the strength and stiffness of connection.
− The compressive arching is the first mechanism that occurs into the beam under column loss. Subsequently,
increasing the joint rotation demand, tensile catenary actions are activated by the lengthening of beam, but those
effects become apparent at joint rotation larger than 0.05 radians.
− The connection ductility is crucial to allow the development of catenary action.
− In order to improve the joint performance is advisable to design connection with mode 1 and mode 2, which
develop  prying  forces  and  concentrate  the  plastic  demand  into  the  end  plate.  Hence,  the  larger  is  the  bolt
strength, the better the joint performance under column loss scenario.
− The introduction of an additional bolt row in the middle of the connection (namely in the horizontal axis of
symmetry) is not effective for conventional loading (i.e. pure bending), but it substantially improves the joint
performance in case of catenary action.
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